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EXISTING TYPICAL SECTION

STA. 63+48.01 TO STA. 63+58.01
STA, 65+69.63 TO STA. 65+79.63
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EXISTING TYPICAL SECTION

STA. 63+458.01 TO STA. 63+86.95
STA. 65+40.69 TO STA. 65+69.63

(LOOKING EAST)
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PROPOSED TYPICAL SECTION

STA. 63+58.01 TO STA., 63+86.95
STA. 65+40.69 TO STA. 65+69.63

(LOOKING EAST)

HOT MIX ASPHALT MIXTURE REQUIREMENTS

OPERATION MIXTURE TYPE AC TYPE AIR VOIDS
POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F“, IL 9.5 mm, N90, (14" SBS/SBR PG 70-22 47 e 90 GYR

ROADWAY
POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL-4.75, N50, (3/4') SBS/SBR PG 76-28/-22 4% @ 50 GYR

THE UNIT WEIGHT USED FOR CALCULATING HOT-MIX QUANTITIES IS 112 PDS/SQ YD,INCH

LEGEND:

EXISTING CONDITIONS:

HOT-MIX ASPHALT SURFACE AND BINDER COURSE, 3 AND VARIES
ROADWAY BASE COURSE

COMBINATION CONCRETE CURB & GUTTER

ITEM TO BE REMOVED

\ee6

PROPOSED IMPROVEMENTS:

HOT-MIX ASPHALT SURFACE REMOVAL, 1Y/a"-1%"

HOT-MIX ASPHALT SURFACE REMOVAL, 2"

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F’, N30, 1¥,"
POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL-4.75, N50, ¥4
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